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Abstract: Sodium ion batteries have been developed using ionic 
liquids as electrolytes. Sodium is superior to lithium as a raw 
material for mass production of large-scale batteries for energy 
storage due to its abundance and even distribution across the 
earth. Ionic liquids are non-volatile and non-flammable, which 
improved the safety of the batteries remarkably. In addition, 
operation temperatures were extended to higher values, 
improving the performance of the batteries by facilitating the 
reaction at the electrode and mass transfer. Binary systems of 
sodium and quaternary ammonium salts, such as 1-ethyl-3-
methylimidazolium and N–methyl-N-propylpyrrolidinium 
bis(fluorosulfonyl)amide, were employed as electrolytes for 
sodium ion batteries. A series of positive and negative electrode 
materials were examined to be combined with these ionic liquid 
electrolytes. A 27 Ah full cell was fabricated employing sodium 
chromite (NaCrO2) and hard carbon as positive and negative 
electrode materials, respectively. The gravimetric energy density 
obtained for the battery was 75 Wh kg‒1 and its volumetric 
energy density was 125 Wh L‒1. The capacity retention after 500 
cycles was 87%. Further improvement of the cell performance 
and energy density is expected on development of suitable 
electrode materials and optimization of the cell design. 
1. Introduction 
In recent years, secondary batteries have not only been used in 
small electronic devices such as portable equipment but have 
also been intended for use in larger devices, including energy 
storage components of power systems and electric cars. [1] 
Secondary batteries for energy storage are already 
commercially available in the form of NAS (sodium–sulfur) 
batteries that operate at temperatures of 300 °C or higher. NAS 
batteries are attractive because of their cycle characteristics and 
high durability as well as in terms of element strategy, as they 
are solely composed of naturally abundant elements. However, 
the βʹʹ-alumina solid electrolyte used in such batteries is 
problematic with respect to safety, owing to its vulnerability to 
heat and physical shock caused by dendritic sodium.[1f, 2] Thus, a 
different type of secondary battery, with improved safety and 
high energy density, is essential for small stationary devices and 
for vehicles.  
Attempts have been made to use lithium secondary batteries 
for energy storage. However, lithium itself shows highly uneven 
regional distribution, and its long-term stable supply is not 
considered guaranteed [3]. Furthermore, these batteries have 
LiCoO2 positive electrodes, which contain the rare metal Co; 
therefore, from the standpoint of resource availability, these 
batteries are not suitable for use in large devices. At present, the 
supply problem is not significant but, in 2016, the market price of 
lithium carbonate jumped to almost four times of that in the 
preceding year. Lithium secondary batteries are viewed as 
promising secondary batteries for electric cars, and it is 
expected that the supply of lithium resources may become 
unstable as electric cars become more popular. [1d, 1i, 4] Based on 
this premise, sodium secondary batteries have been attracting 
attention as promising high-performance substitutes for lithium 
secondary batteries, and various works have been reported in 
this context [4a, 4b, 5]. There is a great wealth of sodium resources 
distributed throughout the world, including in the oceans, without 
the uneven regional distribution observed for lithium resources. 
Therefore, even if these batteries were used in the large 
quantities required by large devices, sodium would not generate 
unstable market prices.  
Currently, organic solvents such as propylene carbonate (PC), 
ethylene carbonate (EC), diethyl carbonate (DEC), and ethyl 
methyl carbonate (DMC) with Na salts of NaClO4 and NaPF6 
dissolved in them [5b, 6] are widely used as electrolytes in studies 
on sodium secondary batteries. Organic electrolytes have the 
advantage of being easy to handle and have superior properties 
around room temperature. On the other hand, there are safety 
hurdles that must be surpassed before they can be used in large 
devices, as organic solvents are volatile and flammable.[7] In 
addition, the thermal stability of the solid-electrolyte interface 
(SEI) film that forms between the electrolyte and electrode is 
limited at around 60 °C; therefore, the generation of heat 
becomes problematic in large devices, and dense packing of the 
battery modules becomes difficult. 
Electrolytes for batteries in small electronic equipment must 
operate without a temperature control function, and so it is 
essential that these batteries operate stably from temperatures 
as low as possible to room temperature. However, batteries 
used for cars and energy storage, which are based on the 
premise of the presence of control devices (battery management 
systems)[2a, 8], including control of operation output and 
temperature, may be required to operate at temperatures above 
room temperature to elicit superior characteristics.  
We have undertaken our investigation using ionic liquids 
(molten salts) with low melting points as electrolytes for safer, 
high-performance sodium secondary batteries. Ionic liquids are 
non-volatile, non-combustible, usable across a wide temperature 
range, and thermally and chemically stable, and have potential 
applications in various fields, including those involving chemical 
synthesis, vacuum technology, and tribology [9]. Even in the 
electrochemical field, previous research has investigated the use 
of ionic liquids as plating baths to plate base metals at ambient 
temperatures [10]. Recently, however, there has been a surge of 
interest in ionic liquids as electrolytes for secondary batteries [11]. 
In particular, we have investigated the advantages of the thermal 
stability of ionic liquids in secondary batteries for large devices, 
for which the operating temperature has been extended to the 
intermediate temperature range (up to around 150 °C), and our 
current research focuses on the properties of batteries in this 
temperature range and potential new applications of such 
batteries. Such applications include attaining properties that 
cannot be reached at room temperature; taking advantage of the 
high ionic conductivity of electrolytes or electrode materials and 
achieving fast electrode kinetics characteristic of operation at 
intermediate temperatures; and being able to use electrode 
materials that were not previously applicable.  
In this paper, we will introduce the properties of inorganic–
organic hybrid ionic liquids and their use as ionic liquid 
electrolytes for sodium secondary batteries that operate at the 
room-to-intermediate temperature range. We also summarize 
the charge and discharge characteristics of a number of 
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electrode materials that were evaluated for the first time in the 
intermediate temperature range using these ionic liquids.  
2. Characteristics of FSA-based ionic liquid in 
sodium secondary batteries for operation over 
a wide temperature range 
Table 1 Viscosity and ionic conductivity of Na[FSA]-[Ocat] [FSA] (30:70 in 
molar ratio, OCat: organic cation) [12]． 
Ionic liquida Temp. 
/ °C 
Viscosityb 
/ mPa s 
Ionic conductivityb 






























aC3C1pyrr+: N-methyl-N-propylpyrrolidinium, C2C1im+: 1-ethyl-3-
methylimidazolium,  TMHA+: trimethylhexylammonium, DBDM+: 
dibutyldimethylammonium, AS (4.5)+: 5-azoniaspiro (4.5)nonane．  bThe 
value for Na[FSA]- [Ocat][FSA] = 30:70 in molar ratio. The following are 




Here, we focus on FSA−(bis(fluorosulfonic)amide, N(SO2F)2−) 
as an ionic liquid anionic species for sodium secondary battery 
operation at intermediate temperatures, as it is an ionic liquid 
with a low melting point, high ionic conductivity, and a wide 
potential window. It is also inorganic; therefore, it can be 
produced relatively cheaply in large quantities. Currently, 
combinations of cations such as C2C1im+, C3C1pyrr+, TMHA+, 
DBDM+, and AS (4.5)+ (see Table 1 for definitions of the 
abbreviations) are being investigated for use with the FSA anion 
[12]. Table 1 shows the viscosities and ionic conductivities of 
typical compositions of these ionic liquids. Phase diagrams for 
Na[FSA]-[C3C1pyrr][FSA] [12a] and Na[FSA]-[C2C1im][FSA] [12b] 
are shown in Figure 1 as examples. The liquid temperatures of 
all organic cations could be reduced by combining the cations 
with Na[FSA] and, depending on the composition, these ionic 
liquids have liquid phases across a wide temperature range, 
above and below room temperature. Imidazolium showed low 
viscosity and the highest ionic conductivity, with a value of 5.4 
mS cm−1 using an Na[FSA]-[C2C1im][FSA] = 30:70 (molar ratio) 
composition at 25 °C, which is comparable to that of an organic 
electrolyte system (for example, the ionic conductivity of 
NaClO4-PC (1M) at 25 °C is 5.2 mS cm−1 [13]). As mentioned 
previously, the ionic conductivity increased with increasing 
temperature, reaching 31 mS cm−1 at 90 °C. This value is 
N
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Table 2  Reactivity of ionic liquids with sodium metals examined by visual observation and UV-VIS spectroscopy [16]． 
Figure 1 Binary phase diagrams, (a) Na[FSA]-[C3C1pyrr][FSA] [12a]. Tm_o: 
Starting point of melting, Tm_e: End point of melting, Tg: Glass transition point, 
Ttr_o: Starting point of solid-solid phase transition,  Ttr_e: End point of solid-solid 
phase transition. (b) Na[FSA]-[C2C1im][FSA] [12b]． T1: Starting point of melting, 
T2: End point of melting, Ts-s: Solid–solid phase transition point, Tg: Glass 
transition point． 
 
sufficiently high, even when compared with corresponding  
values for organic solvent electrolytes at room temperature, 
which is a significant advantage for intermediate-temperature 
operation. The temperature dependence of the ionic 
conductivities and viscosities of the ionic liquids listed in Table 1 
are shown in Figure 2. As can be seen in the Arrhenius plot, the 
viscosity graph (a) shows a concave shaped, while the ionic 
conductivity graph (b) forms a convex shaped. Thus, this ionic 
liquid does not fit the Arrhenius equation; instead, it fits
Figure 2 Temperature dependence of (a) viscosity and (b) ionic conductivity of 
Na[FSA]-[C2C1im][FSA] binary ionic liquid electrolytes [12b]． 
 
equations (1) and (2), the Vogel–Tamman–Fulcher (VTF) 
equations (η (T) represents viscosity and σ (T) represents ionic 
conductivity) [14]; where Aη, Aσ, Bη, Bσ, T0η, and T0σ are fitting 
parameters. A and B parameters are related to the carrier 
number and slope of the Arrhenius plot at a certain temperature, 
respectively. The last two parameters, T0η and T0σ, are so-called 
ideal glass-transition temperatures.  
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Figure 3 shows a cyclic voltammogram from which the 
cathode limit using copper electrodes and the anode limit using 
glassy carbon and aluminum electrodes were determined in 
Na[FSA]-[C2C1im] [FSA] (30:70 molar ratio) at room temperature 
[12b]. The anode limit was approximately 5.2 V vs. Na+/Na on the 
glassy carbon electrode, but no large oxidation current was 
observed in this potential range on the aluminum electrode, 
which suggests that the more cost-effective aluminum 
(compared to copper) can be used as a positive electrode 
current collector for sodium secondary batteries.  
Figure 3  Cyclic voltammogram of Na[FSA]-[C2C1im][FSA] (30:70 (in molar 
ratio)) ionic liquid. Temperature: 25 °C. Scan rate: 5 mV s‒1[12b]． 
  
Lithium-based ionic liquids containing FSA− are comparatively 
stable in terms of reduction, and it has been reported that Li+ can 
be inserted into graphite [15]. To investigate the reduction stability 
of sodium-based ionic liquids, the reactivity of an FSA-based 
ionic liquid and a TFSA-based ionic liquid with sodium metal 
have been compared [16]. In this study, Na[FSA] and Na[TFSA] 
were used as sodium salts, [C2C1im][FSA] and [C2C1im][TFSA] 
were used as organic ionic liquids, and (as shown in Table 2) 
sodium metal was immersed in the ionic liquids obtained by 
mixing a Na and an [C2C1im] salt in arbitrary ratios. Based on 
the visible color changes and the ultraviolet and visible 
absorption spectrum changes, we found that the presence of 
even a minute amount of FSA− profoundly increased the stability 
of sodium metal in the ionic liquid. Differences in stability were 
seen depending on the presence of Na+, and organic ionic 
liquids containing Na+ salts were more stable than organic ionic 
liquids alone. Based on the results of analysis using the 
electrochemical impedance method, we found that, in the TFSA-
based ionic liquids, the reaction between the ionic liquid and 
sodium metal progressed steadily over a long period, in contrast 
to the case involving FSA-based ionic liquids, in which the 
reaction became severely delayed after the initial stages. These 
variations were thought to be due to differences in the stability 
and density of the film that formed on the surface of the sodium 
metal, which was consistent with the results of a previous 
analysis on surface film [17]. When sodium metal flakes were 
immersed in a TFSA-based ionic liquid for 12 months, the flakes 
became a completely transparent film. From this, we ascertained 
that the reaction between the TFSA-based ionic liquid and 
sodium metal progressed until the end. 
There are binary mixtures of Na[FSA]-K[FSA] (melting point 
61 °C) that are inorganic ionic liquids, and they can be used as 
stable electrolytes at temperatures close to 140 °C, which is the 
thermal decomposition temperature of Na[FSA] [18]. We are 
expecting future developments of this technology, as this 
inorganic ionic liquid demonstrates superior characteristics for 
the battery exclusively operated at intermediate temperatures. 
3. Charge and discharge behaviour of 
electrode materials in FSA-based ionic liquids 
at intermediate temperatures 
To date, NaCrO2 [19], Na2FeP2O7 [20], Na1.56Fe1.22P2O7 [21], 
NaVOPO4 [22], NaMnSiO4 [23], Na2/3Fe1/3Mn2/3O2 [24], NaFePO4 [25] 
and Na3V2(PO4)3 [26] have been investigated as positive 
electrode active materials for sodium secondary batteries using 
FSA-based ionic liquids as electrolytes. Among these, 
pyrophosphate-based materials, using the plentiful resource of 
iron, are superior from an elemental strategy perspective. Also, 
vanadium, manganese, and chromium are less abundant than 
iron, but more so than cobalt [4b] which is currently used for 
lithium ion batteries. It should be noted that trivalent chromium is 
not toxic unlike the case of hexavalent chromium. 
Figure 4 Charge–discharge curves of NaCrO2 positive electrode in Na[FSA]- 
[C3C1pyrr][FSA]  (20:80 in molar ratio) [19c]. Rate: 20 mA g−1. Cutoff voltages: 
2.5−3.5 V Cycle #: 1, 2, 5, 10． 
 
Figure 5 Discharge capacity and coulombic efficiency for 
Na/NaFSA−C3C1pyrFSA/NaCrO2 cell at 353 K [19c]. Charge−discharge rates: 


































Figure 6 Discharge capacities and coulombic efficiency of a Na/Na[FSA]-
[C3C1pyrr][FSA]/NaCrO2 cell with 25 mol% Na[FSA] at 253-363 K: Charge–
discharge rate: 20 mA g−1. Cut-off voltages: 2.5~3.5 V [19d]. 
 
Figure 4 shows the charge and discharge curves of NaCrO2 
positive electrodes with Na[FSA]-[C3C1pyrr] [FSA] (20:80 molar 
ratio) ionic liquids as electrolytes [19c]. The experiment was 
performed using coin cells, with sodium metal as the negative 
electrode, over a voltage range of 2.5–3.5 V. NaCrO2 is a 
layered oxide, which has been used in sodium secondary 
batteries with a theoretical capacity of 125 mAh g−1 in a 0.5-
electron reaction [27]. The interlayer Na+ decreases as the charge 
progresses, and the reaction progresses in a homogeneous 
phase; however, the coordination structure of the oxygen 
surrounding the Na+ changes from an octahedron to a regular 
trigonal prism, and the structure changes from a rhombohedral 
crystal system to a monoclinic crystal system owing to Jahn–
Teller distortion [27a,27c]. There are four potential plateaus at 
around 2.90, 2.95, 3.00, and 3.30 V. The capacity of NaCrO2 
corresponds to approximately half the frequent of sodium 
(NaxCrO2, 0.5<x<1.0).  In NaCrO2, CrO2 takes CdCl2 structure. 
Na ions take octahedral sites coordinated by six oxygen atoms 
between the two adjacent CrO2 layers. The space group of this 
structure is R-3m (Phase I). The d orbitals of Cr in an octahedral 
crystal field degenerates to eg and t2g. The original electron 
configuration of trivalent Cr is (t2g)3 where three degenerated d 
orbitals (dxy, dyz, dxz) are singly occupied by three electrons. As 
the desodiation proceeds in the charge process of NaCrO2, 
oxidation state of chromium changes from trivalent to 
tetravalent. Along with the oxidation, Jahn-Teller distortion of 
oxide ion arrangement around Cr atom from Oh to D4h occurs so 
that the t2g orbitals generates to bg and eg, to lower the energy of 
the latter two degenerated orbitals respectively occupied by one 
d electron. The distortion causes the deformation of crystal 
lattice to that with the s.g. of C2/m (Phase II). The third phase 
transition is reported to occur by the in-plane ordering of Na ion 
in the oxide gallery (Phase III). The 4th phase appears when the 
desodiation proceeds to the middle  of the full desodiation 
(x~0.75). In this phase, due to the slide of the adjacent two CrO2 
layer, the coordination of oxygens around Na changes to trigonal 
prismatic arrangement (Phase IV). The final phase transition 
occurs by the ordering of Na ion in the oxide gallery again 
(Phase V). So five phases exist as a total. The potential plateaus 
appear at around 2.90 2.95, 3.00, and 3.30 V as results of the 
two phase reaction of Phase I and II, II and III, III and IV and IV 
and V, respectively [27c]. On discharge, the Na+ ions are inserted 
back between the layers, resulting in reversible structural 
change and reverting to their original form. At 80 °C, at a charge 
and discharge rate of 20 mAh g−1, we found that the first cycle 
discharge capacity was 106 mAh g−1, and the coulombic  
Figure 7 Charge–discharge curve of the Na2FeP2O7 positive electrode in 
Na[FSA]-[C2C1im][FSA] (30:70 in molar ratio) [20c]. Charge–discharge rate: 10 
mA g−1. Cutoff voltage: 2.0−4.0 V. Temperature: 90 °C)． 
Figure 8 Rate capability of the discharge of Na2FeP2O7 positive electrode in 
Na[FSA]-[C2C1im][FSA] (30:70 in molar ratio) [20c]．Charge rate: 10 mA g−1. 
Cutoff voltage: 2.0−4.0 V. Temperature: 90 °C. 
Figure 9 Cycle performance of Na2FeP2O7 positive electrode in Na[FSA]-
[C2C1im][FSA] (30:70 in molar ratio) [20c]．Charge–discharge rate: 1000 mA g−1. 
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efficiency was 95%; thereafter, there was stable charge and 
discharge. Figure 5 shows a rate performance of NaCrO2 
positive electrodes [19c]. When the charge and discharge rate 
were changed to 20–500 mA g−1, a reduction in capacity was 
observed with a rate increase, but in practical terms we 
achieved adequately superior rate performance. After 
completing the 500-mA g−1 test, the discharge capacity obtained 
at 20 mA g−1 was almost the same as that of the first discharge, 
which suggests that there was no deterioration of the test cell 
during the rate test. At this time, the coulombic efficiency 
obtained by dividing the discharge capacity by the charge 
capacity was 99% or higher once we excluded a few cycles 
immediately after the rate change. Figure 6 shows the 
temperature dependence of the discharge capacity acquired 
when the test temperature was changed from 80 °C to −20 °C. 
We found that the discharge capacity significantly decreased at 
0 °C and lower, but even for tests undertaken at −20 °C, an 
operating temperature envisioned for cold climates, charge and 
discharge was possible, despite the small discharge capacity. 
When we performed a test at 80 °C after the −20 °C test, the 
discharge capacity recovered to the initial level, as expected, 
which suggested that there was no marked deterioration. Also, 
at the low rate of 20 mAh g−1, almost the theoretical capacity 
was obtained at 90 °C, which is clearly different from the 
discharge at 25 °C, suggesting that it may be possible to access 
capacity unavailable at room temperature by operating in the 
intermediate temperature range. The coulombic efficiency was 
99% or higher, apart from a few cycles immediately after the 
temperature change, and at −20 °C. Based on the above data, 
we confirmed that NaCrO2 positive electrodes can operate over 
a wide temperature range of −20 to 80 °C. Na/NVPC using 
Na[FSA][C2C1im][FSA] ionic liquid also exhibits reversible 
capacities of 100.8, 78.1, and 57.6 mA h g−1 at 298, 263, and 
253 K, respectively [26].  
  Figure 7 shows the charge and discharge curves of 
Na2FeP2O7 positive electrode at 90 °C using Na[FSA]-[C2C1im] 
[FSA] (30:70 molar ratio) as the ionic liquid electrolyte [20c]. 
Na2FeP2O7 is a positive electrode material with a theoretical 
capacity of 97 mAh g−1 in a 1-electron reaction, and it has a 
three-dimensional Na+ diffusion path; thus, it is expected to 
exhibit high Na+ mobility [28]. In this test, Na2FeP2O7 was 
synthesized under an argon atmosphere and then washed; the 
dried sample was used after removal of impurities. The cut-off 
potential was 2.0–4.0 V, the current density was 10 mA g−1, and 
we achieved a discharge capacity almost exactly the same as 
the theoretical capacity at 90 °C. The in situ X-ray diffraction 
measurements at 90 °C showed no new peaks or 
disappearance of peaks, but only peak shifts and intensity 
changes. Thus, we ascertained that solid solution formation 
associated with charge and discharge occurred even at this 
temperature, as indicated by previous tests at room 
temperature. Interestingly, when we compared the rate 
characteristics of imidazolium (Na[FSA]-[C2C1im][FSA]) with 
those of a pyrrolidinium-based ionic liquid (Na[FSA]- 
[C2C1pyrr][FSA]), the former had better rate characteristics. This 
suggests that differences in the Na+ ionic conductivity or the 
cation structure have an effect on the reaction at the interface.  
Figure 8 shows the rate characteristics of Na2FeP2O7 when the 
Na[FSA] fraction was changed for a Na[FSA]-[C2C1im] [FSA]-
based ionic liquid at 90 °C. Under these experimental conditions, 
the rate characteristics tended to improve as the Na+ fraction 
increased. At 50 mol%, the current densities were 4000, 8000, 
20000, and 40000 mA g−1 (loading mass: ~3 mg cm−2; 1 A g−1 = 
3 mA cm−2), respectively, with corresponding discharge 
capacities of 94, 89, 77, and 56 mAh g−1, demonstrating an 
extremely favorable capacity retention rate. Figure 9 shows the 
results of an investigation into the cycle characteristics of a 
Na2FeP2O7 positive electrode with a current density of 1000 mA 
g−1 at 90 °C. Under these conditions, Na2FeP2O7 positive 
electrodes demonstrated extremely high cycle characteristics; 
the capacity retention rate after 1500 cycles was 93%, and the 
mean coulombic efficiency during the 1500 cycles was 99.9%. 
Aluminum metal was used for the positive electrode current 
collector, but the low solubility of the film that forms on the 
aluminum surface in the ionic liquid is thought to play a part in 
the lack of deterioration in performance, even after repeated 
charge and discharge cycles. 
Figure 10 Charge–discharge curves of Na/NVPC cells at (a) 298 K and (b) 363 
K [26]. Electrolyte: Na[FSA]-[C2C1im][FSA] (50:50 in molar ratio). Charge–
discharge rate: 0.1 C. Cutoff voltage: 2.4−3.8 V. 
 
Figure 11 Na/NVPC cell rate capability at 363 K [26]. Electrolyte: Na[FSA]-
[C2C1im][FSA] (50:50 in molar ratio). Charge rate: 0.1 C. Discharge rates: 
0.1C–700C. Cutoff voltage: 2.4−3.8 V. 
Figure 12 Cycling performance of an Na/NVPC cell at 363 K [26]. Electrolyte: 
Na[FSA]-[C2C1im][FSA] (50:50 in molar ratio). Charge rate: 0.1 C. Charge-
discharge rates: 1C. Cut-off voltages: 2.4−3.8 V. 






Figure 10 shows galvanostatic charge–discharge curves of 
Na/NVPC (NVPC: carbon-coated Na3V2(PO4)3) cells at 0.1C 
using the Na[FSA]–[C2C1im][FSA] (50:50 in molar ratio) ionic 
liquid electrolyte. The NVPC composite exhibits reversible 
capacities of 98.7 and 104.5 mA h g−1 at 298 K (Figure 10a) and 
363 K (Figure 10b), respectively. Carbon coating is essential to 
bring out the capacity from NVPC to overcome the inherent low 
electronic conductivity of NVP. During charge and discharge, a 
flat plateau was observed at ≈3.4 V. This was associated with 
the V4+/V3+ redox activity (NaV2(PO4)3/Na3V2(PO4)3) seen in 
organic electrolytes [29]. Capacities of about 100 mA h g−1 were 
obtained at 298 K regardless of the Na[FSA] mole fraction used. 
Figure 11 shows the results of rate capability tests of a Na/NVPC 
cell with the Na[FSA]–[C2C1im][FSA] (50:50 in molar ratio) ionic 
liquid electrolyte at 363 K. The cell was charged to 3.8 V at a 
constant current of 0.1C and then discharged to 2.4 V at 
currents ranging from 0.1C to 700C. A discharge rate of 700C 
corresponds to 81900 mA g−1 and a full discharge in 5.1 s. Up to 
a discharge rate of 100C, the cells exhibited capacity retentions 
of at least 80% of the values achieved at 0.1C. Moreover, 
capacity retentions of 48%, 35%, and 23% were obtained at 
500C, 600C, and 700C, respectively. Figure 12 shows the 
cycling performance of the Na/NVPC cell in Na[FSA]-
[C2C1im][FSA] (50:50 in molar ratio). The NVPC electrode 
exhibited stable cycling performance at 363 K. In addition, 
NVPC achieved outstanding capacity retention of 94.8–99.0% 
after 300 cycles and an average coulombic efficiency above 
99.9%. Such stable cycling performance is derived from the 
stable biphasic reaction between NaV2(PO4)3 and Na3V2(PO4)3 
and high durability of the ionic liquid against redox reactions 
including Al corrosion and oxidative decomposition [30].   
Metallic sodium as a negative electrode is the most ideal 
from the view point of energy density, however, like the case of 
lithium, dendrite formation causes internal short circuit of the 
battery, which may sometimes evoke serious accidents. Sodium 
alloy or compound with a high capacity is necessary for a 
negative electrode of a rechargeable sodium battery. Negative 
electrodes such as hard carbon [31], Na–Sn alloys [32], titanium 
oxide [33], TiO2–Fe2O3 nanocomposites [34] have been 
investigated as negative electrode materials for sodium 
secondary batteries using FSA-based ionic liquids as  
electrolytes. In particular, carbon-coated FeTiO3 exhibited 
excellent cycleability over 2000 cycles at 1C rate without losing 
the initial capacity [35].  
Figure 13 Charge and discharge curves for a Na/NaFSA-C3C1pyrFSA/HC cell 
at 363 K [31]. Charge–discharge rate: 50 mA (g-HC)−1; cut-off voltages: 0.005 
and 1.200 V; cycle number: 1st, 10th, and 40th. 
Figure 14 Cyclic performance of the Sn4P3 and SnP3 electrodes in an ionic 
liquid electrolyte of NaFSA/C3C1PyrFSA[37]. For comparison, the capacities of 
the hard carbon electrode were also plotted. 
 
Hard carbon was investigated as a negative electrode 
material [31]. The cell operated stably with a capacity of 
approximately 250 mAh g-1, which is slightly smaller than the 
theoretical capacity (Figure 13). Sodium metal, which has the 
largest capacity, inhibited dendrite growth in an ionic liquid at 
90 °C, demonstrating a high deposition and dissolution 
efficiency; however, there have been problems with achieving 
stable operation, because the operating temperature is close to 
the melting point of sodium. On the other hand, alloy-based 
materials not only have theoretically large capacities, they are 
also very safe and can operate over a wide temperature range, 
which makes them attractive as negative electrode materials. 
For example, the Sn–Na alloy has a theoretical capacity of 847 
mAh g‒1 (when the state of charge is Na15Sn4) [4a, 36] and, 
although there are issues with the cycle characteristics, 
intermediate-temperature operation in ionic liquids is possible 
with this material [32]. Several phosphides have recently been 
found to exhibit excellent charge–discharge behavior in the FSA-
based ionic liquid electrolyte. As shown in Figure 14, Sn4P3 has 
an extremely large capacity of approximately 800 mAh g‒1 in 
ionic liquids, and shows stable operation for 200 or more cycles 
[37]. In Sn4P3, both Sn and P act as active mass and get charged 
to form amorphous nanocomposites of Na15Sn4 and Na3P. On 
discharge, they are oxidized to a composite of Sn and P without 
forming the original alloy. Sn and its alloys with Na act as a 
conductive material to activate the poor electronic conductor, P, 
leading to a high capacity and excellent cycleability. It has very 
recently been reported that CuP2 acts as a negative electrode 
material for Na batteries with a similar mechanism. Although the 
capacity is lower, 600 mAh g-1, with Cu acting only as a 
conductive additive, the composite exhibits excellent cycle and 
rate performance, especially at elevated temperatures of around 
90 °C [38]. 






4. Full cell performance 
 
Figure 15 Appearance of a 27 Ah HC/Na[FSA]–[C3C1pyrr][FSA]/NaCrO2 
prismatic full cell [39]. External dimensions: 113 × 150 × 38 mm. Weight: 1.08 kg. 
 
Performances were evaluated for several types of full cells 
such as a prismatic cell, a 18650 cylindrical cell, and a pouch 
cell, using NaCrO2 and HC as the positive and negative 
electrode material, respectively. Here, a large-scaled practical 
sodium ion battery using ionic liquids developed by collaboration 
with Sumitomo Electric Industries is shown as an example. A 
hundred sets of laminated batteries using NaCrO2 as the 
positive electrode material and HC as the negative electrode 
material were piled and put in an aluminum canister. All the 
batteries were electrically connected in parallel by welding the 
lead tab. The ionic liquid electrolyte used for this battery was 
Na[FSA]-[C3C1pyrr][FSA] (20:80). This prismatic battery shown  
in Figure 15 had a gravimetric energy density of 75 Wh kg‒1 and 
volumetric energy density of 125 Wh L‒1 [39]. These values are 
comparable with those observed for large-scale prismatic lithium 
ion batteries used in the early 2000s. Figure 16 shows the 
charge–discharge curves for the 27-Ah HC/NaCrO2 full cell at 
298 and 333 K. The observed discharge capacity at a rate of 2.7 
A was 27.3 Ah at 298 K, which is equal to the designed capacity. 
At 333 K, almost the same charge–discharge behavior was 
obtained, even at the higher rate of 10 A. Figure 17 shows the 
rate dependence of the discharge capacity for the 27-Ah full cell 
at 283, 298, 313, 333, and 363 K. On the other hand, the 
performance was unsatisfactory at 283 K, which was due to the 
lower conductivity of the ionic liquid. Figure 18 shows the 
cycleability of the 27-Ah full cell at a rate of 10 A at 333 K. The 
capacity retention after 500 cycles was 87%. It is the same value 
as that of large-scale prismatic lithium ion batteries used in the 
early 2000s. It should be emphasized that the 27-Ah cell was 
produced by an industrial process similar to that used for 
conventional lithium ion batteries. It is highly expected that a 
large-sized HC/Na[FSA]–[C3C1pyrr][FSA]/ NaCrO2 cell can show 
further improvements in the energy density, power density (rate 
capability), energy efficiency, and cycleability with the use of an 
improved manufacturing technology. 
 
Figure 16 Charge–discharge curves for a 27 Ah HC/Na[FSA]–
[C3C1pyrr][FSA]/NaCrO2 full cell at 298 and 333 K [39]. Charge–discharge rates: 
2.7 A (298 K) and 10 A (333 K). Cut–off voltages: 1.5 V and 3.35 V. 
Figure 17 Rate dependence of the discharge capacity for a 1.5 mAh 
HC/Na[FSA]–[C3C1pyrr][FSA]/NaCrO2 full cell [39]. Charge conditions: 0.3 mA 
CC (313–363 K) and 0.3 mA CC–CV (to 0.075 mA) at 298 K (273–298 K). 
Discharge rates: 0.15–9.0 mA. Operation temperatures: 273–363 K. 
Figure 18 Cycle property for a HC/Na[FSA]–[C3C1pyrr][FSA]/NaCrO2 full cell. 
Charge–discharge rate: 1.5 mA [39]. Operation temperatures: 363 and 333 K. 
Cut-off voltages: 1.5 and 3.35 V 
5. Conclusion 
With the increasing size of secondary batteries, sodium 
secondary batteries are attracting attention owing to the 
abundance of its constituent materials, compared with those of 
lithium secondary batteries. Moreover, when combined with ionic 






liquids, sodium secondary batteries can achieve an extended 
operating temperature range and improved safety, and therefore 
we can expect high-performance batteries to be developed with 
an expanded range of use. As shown in this paper, the operation 
of sodium secondary batteries at intermediate temperatures can 
enable the acquisition of properties unattainable at room 
temperature. Secondary batteries operable at intermediate 
temperatures have not previously attracted much attention, and 
so there is little awareness of the applications and superiority of 
their operation in this temperature range. With the spread of 
large secondary batteries, sodium secondary batteries that 
operate at intermediate temperatures using ionic liquid 
electrolytes are expected to be promising candidates. They are 
now chemical reagents rather than industrial raw materials. If the 
demands are significantly expanded for example by the mass 
production of large scaled power storage battery, the cost would 
be decreased. Especially the anion of our ionic liquids, FSA, 
does not need electrolytic fluorination process for synthesis 
unlike the case of TFSA, cost reduction for the production being 
envisaged. Such developments can lead to the application of 
ionic liquids as gel polymer electrolytes for sodium secondary 
batteries.[40] In future, it will be essential to optimize the materials 
and the system. Future developments will require high energy 
density and low cost of the batteries, which makes it essential to 
search for high-capacity positive electrode materials using 
elements that are abundant, and it will also be necessary to 
understand the fundamental electrode reaction in the 
intermediate temperature range. 
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